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Nordic Ecolabelling of Grease proof paper  
 

Appendix 4  Silicones used for coating/ 

impregnation/added to the pulp  

 

Certificate from the chemical supplier 

 

  Product name: 

 

 

  Function: 

 

 

  Manufacturer/supplier: 

 

 

 

Is the product solvent-based?   Yes ☐ No ☐ 

Are organotin compounds used?  Yes ☐ No ☐ 

Does the product contain octamethylcyclotetrasiloxane, D4,  Yes ☐ No ☐ 

(CAS 556-67-2) or decamethylcyklopentasiloxane, D5,  
(CAS 541-02-6)?       

D4 and D5 impurities are exempt from the requirement*. 

If Yes to question above, state the CAS-number and concentration: 

  
ppm 

  
ppm 

 

* Impurity refers to residues from primary production which may be found in the commercial product at concentrations below 
800 ppm (0.08% by weight, 800 mg/kg), but not substances that have been added to a raw material or the product actively 
and for a particular purpose, irrespective of quantity. The commercial product refers to the coating bath of silicone emulsion. 

We hereby certify that Nordic Ecolabelling will be notified immediately in the event of 
any changes to the product composition. 

Chemical supplier’s signature:  

Company  

 

 

Date 

 

Signature  

 

 

Title/position 

 

Name (block capitals) 

 

 

Tel./e-mail 

 

 


	Product name: 
	Function: 
	Manufacturersupplier: 
	Does the product contain octamethylcyclotetrasiloxane D4: Off
	undefined: Off
	Company_4: 
	Date_4: 
	Titleposition_4: 
	Name block capitals_4: 
	Telemail_3: 
	Text3: 
	Text4: 
	Text5: 
	Text6: 


